i MODELS DN 7DT/DN 7DV
1. REPAIR GUIDE:

Without fail, remove the Type EB 7 Battery from the main body of the tool before attempting repair work.

Because the tool is cordless, if the battery is left in and the switch is activated inadvertently, the motor will start

rotating unexpectedly and could cause serious injury.

1-1. Directions and Precautions for Disas sembly a nd Reassembly of the Main Body:
The circled numbers in the descriptions below correspond to the item numbers in the Parts List and exploded
assembly diagram for the Model DN 7DT. The numbers in squares are for the Model DN 7DV.

1-1-1. Disassem bly:

(1) Removal of the Hook [21] :
Place your fingers inside the Hook [21] , and expand it outward enough so that it can be removed from the
main body.

(2) Disassembly of Housing (B):
Remove the six D3 x 16 Tapping Screws [13] which fix the main body. Then grasp the lower portions of
Housing (A) and Housing (B) where the battery is inserted, and gently separate them.

(3) Removal of Built-In Parts:
After Housing (B) has been removed, the parts inside may be removed either together in an assembled
state, or separated and removed individually.

(4) Disassembly of Drill Chuck:
As illustrated in Fig. 1, secure a J-167 Spindle Lock Jig (Special Repair Tool, Code No. 970948) in a vise,
and insert the spline portion of the Spindle [3] into the spline hole of the J-167 Spindle Lock Jig. Next,
fully open the jaws of the Drill Chuck [2] , and remove the M5 x 17 Flat Hd. Screw [1] by turning it
clockwise with a slotted screwdriver. (Carefully remember that the M5 x 17 Flat Hd. Screw is left-hand
threaded, and must be loosened by turning it clockwise.)
Finally, as illustrated in Fig. 1, clamp an M10 Hex. Bar Wrench in the Drill Chuck [2] , and turn it

counterclockwise to loosen and remove the Drill Chuck.
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