




Repair P 3 /

Drum holder
Bearing 
retainer 6-18

Ball bearing 626LLB

< 1 > Assembling bearing retainer 6-18
       Face the convex part of bearing 
       retainer 6-18 to ball bearing 626LLB, 
       and assemble it together with ball 
       bearing 626LLB to drum holder
       as illustrated in Fig.1 and Fig. 1A.

Fig. 1 Fig.1A

< 2 > Assembling pulley 8-30
      Pulley may be loosened by the frequent 
      shock of electric brake, if it would be tightened
      not so firmly.
      Tighten pulley with spanner 17 or
      with adjustable spanner firmly.
      The fastening torque required is approx.. 
      over 2.0Nm.
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< 3 > Assembling drum plate
      Insert compression spring 3 into drum holes
      before assembling drum plate to the drum.
      Screw pan head screws M4 x 10 into drum
      about one turn, and attach the drum plate
      so that the screw heads will be set into the 
      grooves on the drum plate.   
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< 4 > Press pulley 7.5-13.5 onto the motor shaft
         with the dimension as shown in the Fig.4.
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Arrange lead wires in the main frame as shown below.

Fix lead wires 
with lead holders.

Main frame

 Treat connector end as shown in the figure.

Fix lead wires with 
lead holders.

Varnished Tetoron tube


