


5034KB / 5044KB

Dust cover of #5034KB and dust box of #5044KB is interchangeable. However if dust 

box of *5044KB is mounted on #5034KB, angle will not be variable.

Elbow can turn 180 degrees 
and the direction of dust catcher hose 
can be changed depending on works. 

Transparent dust box
 Dust collection capacity is about 20 times�
 of cross-cut sawing(455mm width) 
in the
 case of a 12mm thickness siding board
 (general ceramics).

 Cover is interlocked with depth and 
eliminates cut chips even at shallow cutting.

Adjustable top guide

Optional siding hose 
              (5034KBSP1)  
is flexible and avoids static electricity.

5044KB

5034KB 

*5034KB / *5044KB common

Cover (box) can be attached or removed easily by a knob.

Flat motor housing on the rear side 

is stable and the blade can be placed here at the time of 

replacement.

 Very rigid aluminum die-cast base

       Strong structure is furnished for mounting part of a level

       gauge and depth hinge section.

 Sight-hole of marking string 

is provided in front of the saw blade (groove on the level gauge).

Applicable to open-wide level gauge. 

8mm clearance is assured between base bottom and motor housing.

Easy to maintenance

set screws and fastening nuts are used for the mounting 

section of angular guide, depth guide, etc.

Front grip structure

assures stable operation.

Quiet 84dB 

*Hitachi C4YA1: 86dB, 

*Hitachi C5YA: 89dB


*Hitachi C4YA1 is an equivalent model.

*Hitachi C5YA is three times as 5034KB and 5044KB.

Static electricity

will be relieved even when the dust catcher is connected.

Convenient up-down lever

Hex. wrench (for attach/remove of saw blade) is stored.

Valid thickness of commutator segment has been improved two 

times as before.
(Comparison by Makita)
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Repair
Procedures except below are same as 5045KB.

Hex. socket bolt M6x12

Outer flange 34

Chip saw blade 100

Inner flange 34

Cup washer 12

Circle clip (shaft) S-32

Flat washer 32 (5034KB)
Dust cover (5044KB)

Thickness ring

Safety cover

Bearing box complete




(Note) Direction specified (  )


(Note) Confirm that this is mounted on the 

bearing box groove. (If flat washer 

32 and
dust cover are in the circle 

clip groove, the clip cannot be 

mounted.)


(Note) Mount thickness ring between safety 

cover and bearing box.

Dust cover

Cover guide



Disassembly and assembly of bearing box.

Disassembly and assembly of cutting-depth adjuster lever

Spindle

Ball bearing

Use tools 
IR037, IR217, etc.

Remove ball bearing 607.

Helical gear 47

Ring 12
Bearing retainer 22-33

Ball bearing 6201DDW

Makita grease No.1

Bearing box complete

Ring spring 12

Lever 54

Hex. nut M6

Pipe 9

Flat washer 6

Square flat-head bolt M6x90

Support bearing box and

press the back of the spindle.

Turn bearing retainer counterclockwise 

and remove it.

Dust cover

Cover guide
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Wiring diagram
(For Japan)

Power supply cord

Capacitor

Switch

Orange

Yellow

Connector
Black

Support complete

(For America, Canada)

Power supply cord

Terminal block


Switch

Black

1

2
3 

Orange


Yellow


Support complete

Cautions for assembly

Fix wires when the terminal block is used.

Route the lead wires around the rib and fix them.
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