
6812

CONCEPTION AND MAIN APPLICATIONS

Specifications

 Standard equipment

Optional accessories

Features and benefits

Model 6812 is a new Drywall Screwdriver.
It's brief benefits are;
  * Variable speed change by dial 
Suitable speed for workpiece can be adjusted.
  *Ejection air does not blow to operator's face.
  *Carbon brushes can be replaced without disassembling.
  *Hook can be adjusted at 2 depths.

Drywall Screwdriver

Models No.

Description

Phillips Bit 2-45 (Hard type)
Rubber cap
Hook
Screw M5X13
[Note] The standard equipment may differ from country to country.

---------1 pc.

----------------------------------1 pc.

------------------------------------------1 pc.

-----------------------------1 pc.

Phillips Bit 2-45 (Hard type)

1. Double insulated
2. See the sheets attached for more information.

Continuous Rating (W)Voltage (V) Current (A) Cycle (Hz)
Input Output

Max.
Output(W)

120

1500~4500rpm
6.35mm (1/4")
5mm (3/16")
5mm (3/16")
1.3kg (2.9lbs)
2.5m (8.2ft)

Drywall
Teks

No load speed
Driving shank
Max. driving
 capacities
Net weight
Cord length
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Easy driving screw
near corner

Silent Clutch Reversing switch
Can be actuated by the finger
of the hand gripping handle.

Hook

Lower center height

6812 79dBMakita

6812 21mm (13/16")Makita

Noise at no load
Very Quiet 

Direction and position of 
Hook can be changed by 
loosening Screw.
*Hook can be at tached 
lef t  or  r ight  s ide of  the 
tool.
* H o o k i n g  d e p t h  c a n  b e
  adjusted at 17mm (11/16") 
  or 37mm (1-7/16").

Flexible Power supply cord
New shape Cord guard makes 
Power supply cord more flexible.
*Power supply cord is 330 times
  as endurable as Hitachi W5VC.

Variable speed change by dial

D-type handle designed
ergonomically

*Suitable speed for workpiece or
 screw can be adjusted.
*Steady speed by feedback�
  circuit. 

Carbon brushes can be replaced easily.

Carbon brushes can be replaced 
without disassembling.

Vent is designed to make
operation comfortable

*Ejection air does not blow
  to operator's face.�
*Ejection air does not blow �
  to specific direction.  

Superior protection from dust
*Driving parts and switch are
 endurable agaist fine dust.
*1.8 times as endurable as
  Hitachi W5VC

Spindle

Collar pin 8
Gear housing

Washer 824
Helical gear 41

Ring 20

Repair
Follow procedures below at time of disassembly and assembly.

Mounting of ring 20
Mount ring 20 on gear housing so that it's tapered side 
should contact with spindle.
Mounting of collar pin 8
Collar pin's end that has the width across flat should 
face spindle.
Mounting of washer 824
Mount washer 824 to helical gear 41 side.
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Features and benefits





Connect cables inside the rib.

Put controller lead wires inside the rib.

Put field lead wire
(short) into the lead holder.

Put controller lead wires
(purple and orange) into the lead holder.

Pass controller lead
wires (orange and
purple) and field
lead wire (long)
underneath th switch.


